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SCHEDULE 23

SMALL GENERATOR
INTERCONNECTION PROCEDURES 

1.5.4
Modifications.  Any modification to the Interconnection Request, including the information provided in the attachments, and to the machine data or equipment configuration or to the interconnection site of the Small Generating Facility not agreed to in writing by the System Operator, in consultation with the Interconnecting Transmission Owner, and the Interconnection Customer may be deemed a withdrawal of the Interconnection Request and may require submission of a new Interconnection Request, unless proper notification of each Party by the other and a reasonable time to cure the problems created by the change are undertaken.  A request to:  (1) increase the energy capability or capacity capability output of the Small Generating Facility above that specified in an Interconnection Request, an existing Interconnection Agreement (whether executed or filed in unexecuted form with the Commission), or as established pursuant to 1.6 of this SGIP shall require a new Interconnection Request for the incremental increase and such Interconnection Request will receive the lowest Queue Position available at that time for the purposes of cost allocation and study analysis; and (2) change from NR Interconnection Service to CNR 

Interconnection Service, at any time, shall require a new Interconnection Request for CNR Interconnection Service and such Interconnection Request will receive the lowest Queue Position available at that time for the purposes of cost allocation and study analysis.  

1.6
Procedures for Transition

1.6.1
Queue Position for Pending Requests.  Any Interconnection Customer assigned a Queue Position prior to February 1, 2009 shall retain that Queue Position subject to Section 1.6 of the SGIP.

1.6.1.1
If an Interconnection Study Agreement has not been executed prior to February 1, 2009, then such Interconnection Study, and any subsequent Interconnection Studies, shall be processed in accordance with the version of this SGIP in effect on February 1, 2009 (or as revised thereafter).  

I.6.1.2
If an Interconnection Study Agreement has been executed prior to February 1, 2009, such Interconnection Study shall be completed in accordance with the terms of such agreement. 

1.6.2
Transition Period.  To the extent necessary, the System Operator, Interconnection Customers with an outstanding Interconnection Request (i.e., an Interconnection Request for which an SGIA has neither been executed nor 
submitted to the Commission for approval prior to February 1, 2009), Interconnecting Transmission Owner and any other Affected Parties, shall transition to proceeding under the version of the SGIP in effect as of February 1, 2009 (or as revised thereafter) within a reasonable period of time not to exceed sixty (60) Calendar Days.  The use of the term “outstanding Interconnection Request” herein shall mean any Interconnection Request, on February 1, 2009:  (i) that has been submitted, together with the required deposit and attachments, but not yet accepted by the System Operator; (ii) where the related SGIA has not yet been submitted to the Commission for approval in executed or unexecuted form, (iii) where the relevant Interconnection Study Agreements have not yet been executed, or (iv) where any of the relevant Interconnection Studies are in process but not yet completed.  Any Interconnection Customer with an outstanding request as of the effective date of this SGIP may request a reasonable extension of any deadline, otherwise applicable, if necessary to avoid undue hardship or prejudice to its Interconnection Request.  A reasonable extension shall be granted by the System Operator to the extent consistent with the intent and process provided for under this SGIP. 

1.6.3 One-Time Election for CNR Interconnection Service at Queue Position Assigned Prior to February 1, 2009.  An Interconnection Customer with an outstanding Interconnection Request will be eligible to make a one-time election to be considered for CNR Interconnection Service at the Queue Position assigned prior to February 1, 2009.  The Interconnection Customer’s one-time election must be made by the end of the New Generating Capacity Show of Interest Submission Window for the fourth Forward Capacity Auction.  Interconnection Customers requesting CNR Interconnection Service will be required to comply with the requirements for CNR Interconnection Service set forth in Section 1.7.1.  Interconnection Customers requesting CNR Interconnection Service that have not received a completed Interconnection System Impact Study may request a preliminary, non-binding, analysis of potential upgrades that may be necessary for the fourth Forward Capacity Auction – the prompt or near-term auction – pursuant to Sections 3.3.2 or 3.4.3, whichever is applicable.

1.6.4 Grandfathering.

1.6.4.1 An Interconnection Customer’s Generating Facility that is interconnected pursuant to an Interconnection Agreement executed or submitted to the Commission for approval prior to February 1, 2009, will maintain its status 

as a Network Resource with Network Resource Interconnection Service eligible to participate in the New England Markets, in accordance with the requirements of Market Rule 1, Section III of the Tariff, up to the megawatt amount specified in the Interconnection Agreement, subject to the Interconnection Customer satisfying all requirements set forth in the Interconnection Agreement and this SGIP.  If the Generating Facility does not meet the criteria set forth in Section 1.6.4.3 of this SGIP, the Interconnection Customer will be eligible to make a one-time election, pursuant to Section 1.6.3, for Capacity Network Resource treatment without submitting a new Interconnection Request; however, the Interconnection Customer will be required to comply with the requirements for CNR Interconnection Service set forth in Section 1.7.1.  Upon completion of the requirements to obtain CNR Interconnection Service, the Interconnection Customer’s Interconnection Agreement shall be amended to conform to the SGIA in Exhibit 1 of this SGIP.

1.6.4.2 An Interconnection Customer’s Generating Facility governed by an Interconnection Agreement either executed or filed with the Commission in unexecuted form prior to August 1, 2008, shall maintain the Queue 

Position assigned as of August 1, 2008, and be eligible to participate in the New England Markets, in accordance with the requirements in Market Rule 1, Section III of the Tariff, as in effect as of August 1, 2008, so long as the Interconnection Customer complies with all of the requirements specified in the Interconnection Agreement, including achieving the milestones associated with At-Risk Expenditures, subject to Section 1.5.4 of this SGIP.

1.6.4.3 All resources that are treated as Existing Generating Capacity Resources in the fourth Forward Capacity Auction pursuant to Section III.13 of the Tariff shall receive treatment as a CNR and obtain CNR Interconnection Service, in accordance with this SGIP, for CNR Capability at a level not to exceed:  (a) the megawatt amount specified in an Interconnection Agreement (whether executed or filed in unexecuted form with the Commission), (b) in the absence of an Interconnection Agreement with a specified megawatt amount, the megawatt amount specified in an approval pursuant to Section I.3.9 of the Tariff (or its predecessor provision), or (c) in the absence of an Interconnection Agreement and an approval pursuant to Section I.3.9 of the Tariff (or its predecessor provision) with a specified megawatt amount, as determined by the System Operator based on the documented historic capability of the Generating Facility.  The absence of an Interconnection Agreement or an approval pursuant to Section I.3.9 (or its predecessor provision) specifying a megawatt amount shall be confirmed by an affidavit executed by a corporate officer of the resource attesting that the resource does not have an Interconnection Agreement and/or an approval pursuant to Section I.3.9 of the Tariff (or its predecessor provision) that specifies a megawatt amount.  Where a resource has both an Interconnection Agreement and an approval pursuant to Section I.3.9 of the Tariff (or its predecessor provision), the lower megawatt amount will govern until the resource completes the applicable process(es) under the Tariff for obtaining the higher megawatt amount.  Where the implementation of this Section 1.6.4.3 results in a CNR Capability that is lower than previously had been identified, the lower CNR Capability will be applied commencing with the next Forward Capacity Auction qualification process (after the lower CNR Capability value is identified), which is initiated by the Show of Interest Window in accordance with Section III.13 of the Tariff.  The lower CNR Capability will continue to govern until the resource completes the applicable process(es) for obtaining the higher megawatt amount.

1.6.4.4 All resources that are treated as Existing Generating Capacity Resources in the fourth Forward Capacity Auction pursuant to Section III.13 of the Tariff shall receive treatment as a NR and obtain NR Interconnection Service in accordance with this SGIP, for NR Capability at a level not to exceed the megawatt amount equal to the CNR Capability identified pursuant to Section 1.6.4.3, except in the case where the resource has an Interconnection Agreement that specifies a megawatt amount for the maximum net electrical output of the resource at the Point of Interconnection at an ambient temperature at or above 50 degrees F. for Summer and at or above 0 degrees F. for Winter.  In such a case, the NR Interconnection Service will be for the NR Capability at the maximum net megawatt electrical output of the resource at the Point of Interconnection at an ambient temperature at or above 50 degrees F. for Summer and at or above 0 degrees F. for Winter.  

Attachment 1

Glossary of Terms

Capacity Network Resource Capability (“CNR Capability”) – (i) In the case of a Generating Facility that is a New Generating Capacity Resource pursuant to Section III.13.1 of the Tariff or an Existing Generating Capacity Resource that is increasing its capability pursuant to Section III.13.1.2.2.5 of the Tariff, the highest megawatt amount of the Capacity Supply Obligation obtained by the Generating Facility in accordance with Section III.13 of the Tariff, and, if applicable, as specified in a filing by the System Operator with the Commission in accordance with Section III.13.8.2 of the Tariff, or (ii) in the case of a Generating Facility that meets the criteria under Section 1.6.4.3 of this SGIP, the total megawatt amount determined pursuant to the hierarchy established in Section 1.6.4.3.  The CNR Capability shall not exceed the maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection at an ambient temperature at or above 90 F. degrees for Summer and at or above 20 degrees F. for Winter.  Where the Generating Facility includes multiple production devices, the CNR Capability shall not exceed the aggregate maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection at an ambient temperature at or above 90 degrees F. for Summer and at or above 20 degrees F. for Winter.

on the reliability, stability, and operability of the New England Transmission System, including protecting against the degradation of transfer capability for interfaces affected by the Generating Facility, as detailed in the ISO New England Planning Procedures.

Network Resource (“NR”) – The portion of a Generating Facility that is interconnected to the Administered Transmission System under the Network Capability Interconnection Standard.

Network Resource Capability (“NR Capability”) – The maximum gross megawatt electrical output of the Generating Facility and the maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection, both at an ambient temperature at or above 50 degrees F. for Summer and at or above 0 degrees F. for Winter.  Where the Generating Facility includes multiple energy production devices, the NR Capability shall be the aggregate maximum gross megawatt electrical output of the Generating Facility and the aggregate maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection, both at an ambient temperature at or above 50 degrees F. for Summer and at or above 0 degrees F. for Winter.  The NR Capability shall be equal to or greater than the CNR Capability.  In the case of a Generating Facility that meets the criteria under Section 1.6.4.4 of this SGIP, the NR Capability shall equal the total megawatt amount determined pursuant to the hierarchy established in Section 1.6.4.4.
Network Resource Interconnection Service (“NR Interconnection Service”) – The Interconnection Service selected by the Interconnection Customer to interconnect its Generating Facility to the Administered Transmission System in accordance with the Network Capability Interconnection Standard.  An Interconnection Customer’s NR Interconnection Service shall be solely for the megawatt amount of the NR Capability.  NR Interconnection Service in and of itself does not convey transmission service.  

SMALL GENERATOR
INTERCONNECTION AGREEMENT

Capacity Capability Interconnection Standard (“CC Interconnection Standard”) – The criteria required to permit the Interconnection Customer to interconnect in a manner that avoids any significant adverse effect on the reliability, stability, and operability of the New England Transmission System, including protecting against the degradation of transfer capability for interfaces affected by the Generating Facility, and in a manner that ensures intra-zonal deliverability by avoidance of the redispatch of other Capacity Network Resources, as detailed in the ISO New England Planning Procedures.

Capacity Network Resource (“CNR”) – That portion of a Generating Facility that is interconnected to the Administered Transmission System under the Capacity Capability Interconnection Standard.

Capacity Network Resource Capability (“CNR Capability”) -- (i) In the case of a Generating Facility that is a New Generating Capacity Resource pursuant to Section III.13.1 of the Tariff or an Existing Generating Capacity Resource that is increasing its capability pursuant to Section III.13.1.2.2.5 of the Tariff, the highest megawatt amount of the Capacity Supply Obligation obtained by the Generating Facility in accordance with Section III.13 of the Tariff, and, if applicable, as specified in a filing by the System Operator with the Commission in accordance with Section III.13.8.2 of the Tariff, or (ii) in the case of a Generating Facility that meets the criteria under Section 1.6.4.3 of the Small Generator Interconnection Procedures (“SGIP”), the total megawatt amount determined pursuant to the hierarchy established in Section 1.6.4.3.  The CNR Capability shall not exceed the maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection at an ambient temperature at or above 90 F. degrees for Summer and at or above 20 degrees F. for Winter.  Where the Generating Facility includes multiple production devices, the CNR Capability shall not exceed the aggregate maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection at an ambient temperature at or above 90 degrees F. for Summer and at or above 20 degrees F. for Winter.

Capacity Network Resource Group Study (“CNR Group Study”) – The study performed by the System Operator under Section III.13.1.1.2.3 of the Tariff to determine which resources qualify to participate in a Forward Capacity Auction.    


Network Resource (“NR”) – The portion of a Generating Facility that is interconnected to the Administered Transmission System under the Network Capability Interconnection Standard.

Network Resource Capability (“NR Capability”) – The maximum gross megawatt electrical output of the Generating Facility and the maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection, both at an ambient temperature at or above 50 degrees F. for Summer and at or above 0 degrees F. for Winter.  Where the Generating Facility includes multiple energy production devices, the NR Capability shall be the aggregate maximum gross megawatt electrical output of the Generating Facility and the aggregate maximum net megawatt electrical output of the Generating Facility at the Point of Interconnection, both at an ambient temperature at or above 50 degrees F. for Summer and at or above 0 degrees F. for Winter.  The NR Capability shall be equal to or greater than the CNR Capability.  In the case of a Generating Facility that meets the criteria under Section 1.6.4. 4 of this SGIP, the NR Capability shall equal the total megawatt amount determined pursuant to the hierarchy established in Section 1.6.4.4.
Network Resource Interconnection Service (“NR Interconnection Service”) – The Interconnection Service selected by the Interconnection Customer to interconnect its Generating Facility to the Administered Transmission System in accordance with the Network Capability Interconnection Standard.  An Interconnection Customer’s NR Interconnection Service shall be solely for the megawatt amount of the NR Capability.  NR Interconnection Service in and of itself does not convey transmission service.

Network Upgrades – Additions, modifications, and upgrades to the New England Transmission System required at or beyond the point at which the Small Generating Facility interconnects with the Administered Transmission System to accommodate the interconnection of the Small Generating Facility with the Administered Transmission System.  Network Upgrades do not include Distribution Upgrades.

Notice of Dispute – A written notice of a dispute or claim that arises out of or in connection with the Standard Small Generator Interconnection Agreement or its performance.

Operating Requirements – Any operating and technical requirements that may be applicable due to  System Operator or the Interconnecting Transmission Owner’s requirements, including those set forth in the Small Generator Interconnection Agreement, ISO New England Operating Documents, Applicable Reliability Standards, or successor documents.

Party or Parties – The System Operator, Interconnecting Transmission Owner, Interconnection Customer or any combination of the above.
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